
  

 

CFA Bored Piling Rig 
Base Carrier   

Engine type  C 13 ACERT 

Engine power 350 kW 

Speed 1800 rpm 

Track shoe width 900 mm 

Operating width 4200 mm 

Undercarriage length 4750 mm 

Removable counterweight 5400 kg 

Rotary hexagon coupling 170 mm 

Ground bearing pressure 0.55 kg/cm
2
 

Operating weight (approx.) 1 53 tonnes 

Transport weight (approx.) 2 49 tonnes 

Telescopic Leader Mast   

Total Leader Mast 23.8 m 

Max. Auger Length 21.0 m 

Sliding Brace Stroke 1500 mm 

1 Operating weight = base carrier + mast + rotary head 
2 Transport weight = base carrier + leader mast 

Woltman THW 4019-D 

Winches   

Capacity of main winch 6 tonnes 

Capacity of pulldown winch 13 tonnes 

Capacity of auxiliary winch  3 tonnes 
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Transport Dimensions THW 4019-D 

Transport Width 3300 mm 

Transport Length 18000 mm 

Transport Height (with WG15) 3550 mm 

CFA Bored Piling Rig  THW 4019-D 

Rotary Head WG-15 

Max. speed without load 0 - 26 rpm 

Output shaft 350 mm 

Max. working pressure 300 bar 

Max. oil flow 520 litres/min 

Height 1575 mm 

Depth 1058 mm 

Width 1281 mm 

Min. stand off 450 mm 

Weight 3400 kg  

Side View Top View 

Mobilisation of THW 4019-D using Ivor King’s in-house transport facilities 
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